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(57) ABSTRACT

An insert-storage intravenous drip moving seat includes a

main body, two extension support arms, an inverted

V-shaped support arm and plural moving wheels. The two

extension support arms form a V-shaped structure, and each

is bent and connected to a fixed bar, so that a storage space

is formed under the main body and the two extension

support arms; the bottom of both ends of each fixed bar has

a moving wheel; the inverted V-shaped support arm is

connected to the two extension support arms; the bottom of

the other ends of the inverted V-shaped support arm has one

of the moving wheels; both moving wheels are disposed on

the same radius distance; and a guide entrance is formed

between the two fixed bars and corresponsive to the inverted

V-shaped support arm to provide an insert-storage design of

the inverted V-shaped arm by the guide entrance.

6 Claims, 5 Drawing Sheets
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INSERT-STORAGE TYPE INTRAVENOUS

DRIP MOVING SEAT

BACKGROUND

Technical Field

This disclosure relates to the field of medical supplies, in
particular to an intravenous drip moving seat for installing a
drip stand to provide a mobile feature, and the intravenous
drip moving seat of this disclosure can be stored by an
insert-storage method while taking the strength of usage into
account by means of a special one-piece structural design to
reduce the volume and footprint of the intravenous drip
moving seat.

Description of the Related Art

Intravenous injection is a common medical measure that
places a needle on a patient’s body, connects the needle to
a bottle or a bag of medical liquid such as blood, medicinal
liquid, nutrient liquid, etc. and transfers the medical liquid to
the needle through a tube and finally into the patient’s body.
This medical measure is intended for controlling the injec-
tion volume and injecting the medical liquid into the
patient’s body continuously for a long time. The bottle or
bag of medical liquid must be hung at a position higher than
the needle. In general, the bottle or bag is hung on a side of
the patient, thus ending up with a variety of drip stands of
different functions, such as a mobile drip stand that can be
pushed and moved, a fixed drip stand nailed and fixed to a
wall, a wearable drip stand directly worn on the patient’s
body or other fixed drip stands fixed on a wheelchair, a
walker, a hospital bed, etc. For example, the mobile drip
stand is provided for hanging the bottle or bag of medical
liquid and facilitating moving, and this stand usually comes
with a height adjusting function based on the patient’s using
requirements, and the stand is usually installed vertically at
the center of the intravenous drip moving seat, so that the
patient can go to different places for taking a medical
checkup or a walk for relaxation while having the intrave-
nous injection, so as to prevent the infusion from being
disturbed. However, these mobile drip stands are generally
moved close to one another for storage, and the design of the
intravenous drip moving seats will cause the moving seats to
interfere with one another and lead to a large occupied area,
and sometimes the moving seats may hook one another and
lead to an inconvenient access. In addition, an operator of
the mobile drip stand including a patient or a healthcare
worker has more or less experience of being tripped by the
mobile drip stand, kicking the mobile drip stand acciden-
tally, or falling down due to an unstable center of gravity. In
the design of these intravenous drip moving seats, the
bottom of the moving seats is provided with a plurality of
moving wheels to form a multi-point support moving plane
in order to improve the stability of moving or stopping the
moving stands. Most of the moving stands are arranged
radially outward by using the stand as the center, so that the
moving wheels can evenly share the weight of the stand, and
the moving wheels are evenly dispersed on the same radius
distance of the center of the intravenous drip moving seat. To
reduce weight and volume, a structural design with five
claw-support feet is often adopted. However, these claw-
support feet will jam one another during storage due to the
extending directions of the support feet, thus resulting in a
very small part of overlap of the storage space and failing to
reduce the storage volume effectively. Relatively speaking,

the intravenous drip moving seats still occupy a considerable

footprint after storage. Obviously, the conventional intrave-

nous drive moving seats require improvements.
In view of the aforementioned drawbacks of the prior art,

the discloser of this disclosure based on years of experience
in the related industry to conduct extensive research and
experiment on the physical characteristics of the mobile drip
stands for their use and storage, and finally designed and
developed a sequentially insert-storage type intravenous
drip moving seat that uses a main body and two extension
support arms to form a guide entrance of an inverted
V-shaped support arm and a storage space capable of accom-
modating the inverted V-shaped support arm, and further
uses a spatial change and a guiding storage method for the
sequential insert-storage of any two intravenous drip moving
seats to achieve a larger overlap, so as to reduce the storage
volume and footprint of the intravenous drip moving seats
after storage.

SUMMARY

Therefore, it is a primary objective of this disclosure to
provide an insert-storage intravenous drip moving seat hav-
ing a main body, two extension support arms, an inverted
V-shaped support arm and a plurality of moving wheels.
After precise computations, a guide entrance is formed
between the main body and two extension support arms for
passing and receiving the inverted V-shaped support arm and
a storage space is formed for accommodating the inverted
V-shaped support arm. During storage, the inverted
V-shaped support arm of one of the intravenous drip moving
seats is passed through the guide entrance and placed into
the storage space of the front intravenous drip moving seat
and the two extension support arms of the front intravenous
drip moving seat are engaged with the two extension support
arms of the rear intravenous drip moving seat, so that the
intravenous drip moving seats 1 can be insert-stored sequen-
tially according to the aforementioned method to achieve the
effect of reducing storage volume and footprint significantly
after storage.

To achieve the aforementioned and other objectives, this
disclosure discloses an insert-storage intravenous drip mov-
ing seat manufactured by an integral formation method and
provided for installing required moving objects, comprising:
a main body, having an assembling portion disposed at the
middle thereof; two extension support arms, each having an
arm body and a fixed bar, and each of the arm bodies having
an end coupled to the main body and the other end down-
wardly bent, extended, and coupled onto the fixed bar, and
a storage space being defined under the main body and the
two extension support arms, and a first fixed portion being
disposed separately under both ends of each of the fixed
bars, and the two extension support arms extending into a
V-shaped by using the main body as a center, and the first
fixed portions being disposed on the same radius distance by
using the main body as a center, so that the two fixed bars
are limited by a relative positional relationship of the first
fixed portions to show the same V-shaped angle, and a guide
entrance is formed between the two fixed bars; an inverted
V-shaped support arm, with two open ends coupled to the
arm bodies of the two extension support arms respectively,
and one closed end extending downwardly and forwardly to
form a tip, and a second fixed portion being disposed under
the tip and also disposed on the same radius distance where
the first fixed portions are situated, and the inverted
V-shaped support arm having a width smaller than the width
of the guide entrance; and a plurality of moving wheels,
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respectively and movably installed to the first fixed portions

and the second fixed portions, so that each of the moving

wheels can be rotated relative to one of the first fixed

portions and/or one of the second fixed portions, and each of

the moving wheels can rotate on its own and drive the
intravenous drip moving seat to move in any direction on a
plane.

In an embodiment of this disclosure, the first fixed por-
tions and the second fixed portion are arranged equidistantly
on the same radius distance of the main body to stabilize the
movement and share the weight exerted by an object. It
should be noted that the first fixed portions and the second
fixed portion may also be arranged non-equidistantly on the
same radius distance of the main body 11 as long as balance
can be maintained.

In another embodiment of this disclosure, the main body,
the extension support arms and the inverted V-shaped sup-
port arm have a bottom with a hollow design to reduce
weight, and a plurality of reinforcing ribs disposed at the
bottom of the main body, the extension support arms and the
inverted V-shaped support arm to increase strength. In
addition, the reinforcing ribs at the bottom of the extension
support arms and the inverted V-shaped support arm are
staggered and crisscrossed to form a plurality of intersec-
tions, and a portion of the intersections have a plurality of
third fixed portions provided for installing at least one
counterweight, or the reinforcing ribs at the bottom of the
main body, the first fixed portions and the second fixed
portion are configured to be radiated outwardly.

BRIEF DESCRIPTION OF THE DRAWINGS

This disclosure will become clearer in light of the fol-
lowing detailed description of an illustrative embodiment of
this disclosure described in connection with the drawings.

FIG. 1 is a first schematic view of a preferred embodiment
of this disclosure;

FIG. 2 is a second schematic view of a preferred embodi-
ment of this disclosure;

FIG. 3 is a first schematic view of a preferred embodiment
of this disclosure in a state of performing an insert-storage;

FIG. 4 is a second schematic view of a preferred embodi-
ment of this disclosure in a state of performing an insert-
storage; and

FIG. 5 is a bottom view of a preferred embodiment of this
disclosure.

DESCRIPTION OF THE EMBODIMENTS

Exemplary embodiments are illustrated in reference with
the drawings. It is intended that the embodiments and figures
disclosed herein are to be considered illustrative rather than
restrictive.

With reference to FIGS. 1, 2 and 3-5 for the schematic
views of a preferred embodiment of this disclosure viewing
from different angles, the schematic views of different
insert-storage statuses, and the bottom view of an insert-
storage intravenous drip moving seat 1 in accordance with a
preferred embodiment of this disclosure respectively, the
insert-storage intravenous drip moving seat 1 is manufac-
tured by an integral formation method and provided for
installing a required moving object 2, and the insert-storage
intravenous drip moving seat 1 includes a main body 11, two
extension support arms 12, an inverted V-shaped support
arm 13 and a plurality of moving wheels 14.

Wherein, the center of the main body 11 has an assem-
bling portion 111 designed with a shape of a circular hole

and provided for passing the object 2 in a shape of a round
rod. It should be noted that the object 2 can be either a seat
body or a drip stand, which is installed by inserting the round
rod into the assembling portion 111.

Each of the extension support arms 12 has an arm body
121 and a fixed bar 122, and each of the arm bodies 121 has
an end connected to the main body 11 and the other end
downwardly bent, extended, and connected to a midpoint
position of the fixed bar 122, and a storage space 123 is
formed under the main body 11 and the two extension
support arms 12, and each of the fixed bars 122 has a first
fixed portion 1221 disposed under both ends of the fixed bar
122 separately, and the two extension support arms 12 are
extended into a V-shape by using the main body 11 as the
center, and the radian of the included angle of the V-shape
is 144 degrees. In FIG. 5, the first fixed portions 1221 are
disposed on the same radius distance of the center of the
main body 11, so that the two fixed bars 122 are limited by
the relative positional relationship of the first fixed portions
1221 to show a V-shaped angle, and a guide entrance 124 is
formed between the two fixed bars 122. In a side view, the
main body 11 protrudes from the plane formed by the two
fixed bars 122.

Two open ends of the inverted V-shaped support arm 13
are connected to the arm bodies 121 of the two extension
support arms 12 respectively, and one closed end is extended
downwardly forward to form a tip 131, and a second fixed
portion 1311 is disposed under the tip 131, so that the second
fixed portion 1311 is disposed on the same radius distance of
the main body 11. In addition, the width of the two open ends
of the inverted V-shaped support arm 13 is corresponsive to
the width of the guide entrance 124. It should be noted that
the tip 131 is in an A-shape or a U-shape, and the first fixed
portions 1221 and the second fixed portion 1311 are
arranged equidistantly on the same radius distance of the
main body 11, and their radian is 72 degrees. It should be
noted that the first fixed portions 1221 and the second fixed
portion 1311 may also be arranged non-equidistantly on the
same radius distance of the main body 11 as long as balance
can be maintained.

The moving wheels 14 are respectively and movably
installed to the first fixed portions 1221 and the second fixed
portions 1311, so that each of the moving wheels 14 can be
rotated relative to the first fixed portion 1221 and/or the
second fixed portion 1311, and each of the moving wheels
14 can be rotated on its own to drive the intravenous drip
moving seat 1 to move in any direction on a plane.

In addition, the bottom of the main body 11, the extension
support arms 12 and the inverted V-shaped support arm 13
comes with a hollow design to reduce weight, and the
bottom of the main body 11, the extension support arms 12
and the inverted V-shaped support arm 13 has a plurality of
reinforcing ribs 112, 125, 132 respectively to enhance
strength, and the reinforcing ribs 125, 132 at the bottom of
the extension support arms 12 and the inverted V-shaped
support arm 13 are staggered and crisscrossed to form a
plurality of intersections 1251, 1321, and a portion of the
intersection 1251, 1321 has a plurality of third fixed portions
1252 provided for installing at least one counterweight 15.
In addition the reinforcing ribs 125, 132 at the bottom of the
main body 11, the first fixed portions 1221 and the second
fixed portion 1311 are configured to be radially outward.

Therefore, when a plurality of intravenous drip moving
seats 1 are insert-stored, the inverted V-shaped support arm
13 of the intravenous drip moving seat 1 is passed through
the guide entrance 123, so that the inverted V-shaped support
arm 13 is placed into the storage space 123 of the front
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intravenous drip moving seat 1, and the two fixed bars 122
of the front intravenous drip moving seat 1 are engaged with
the two fixed bars 122 of the rear intravenous drip moving
seat 1, so that the intravenous drip moving seats 1 can be
insert-stored according to the aforementioned method. In
summation, the intravenous drip moving seat 1 of this
disclosure uses the main body 11 and the two extension
support arms 12 to form the guide entrance 124 for passing
and receiving the inverted V-shaped support arm 13 and the
storage space 123 for accommodating the inverted V-shaped
support arm 13, and the spatial change is used to store the
inverted V-shaped support arm 13, so that two adjacent
intravenous drip moving seats 1 can be passed, inserted, and
stored sequentially. The overlapped part of the storage can
reduce the storage volume and make the storage more tidily
and not easy to separate from one another. Obviously, this
disclosure has the effect of reducing storage volume and
footprint significantly after storage.

While the invention has been described by means of
specific embodiments, numerous modifications and varia-
tions could be made thereto by those skilled in the art
without departing from the scope and spirit of the invention
set forth in the claims.

What is claimed is:
1. An insert-storage intravenous drip moving seat, manu-

factured by an integral formation method, and provided for
installing objects that are required moving, comprising:

a main body, having an assembling portion disposed at the
middle thereof;

two extension support arms, each having an arm body and
a fixed bar, and each of the arm bodies having an end
coupled to the main body and the other end down-
wardly bent, extended, and coupled onto the fixed bar,
and a storage space being defined under the main body
and the two extension support arms, and a first fixed
portion being disposed separately under both ends of
each of the fixed bars, and the two extension support
arms extending into a V-shaped by using the main body
as a center, and the first fixed portions being disposed
on the same radius distance by using the main body as
a center, so that the fixed bars are limited by a relative
positional relationship of the first fixed portions to
show the same V-shaped angle, and a guide entrance is
formed between the fixed bars;

an inverted V-shaped support arm, with two open ends
coupled to the arm bodies of the two extension support
arms respectively, and one closed end extending down-
wardly and forwardly to form a tip, and a second fixed
portion being disposed under the tip and also disposed
on the same radius distance where the first fixed
portions are situated, and the inverted V-shaped support
arm having a width smaller than the width of the guide
entrance; and

a plurality of moving wheels, respectively and movably
installed to the first fixed portions and the second fixed
portions, so that each of the moving wheels can be
rotated relative to one of the first fixed portions and/or
one of the second fixed portions, and each of the
moving wheels can rotate on its own and drive the
intravenous drip moving seat to move in any direction
on a plane.

2. The insert-storage intravenous drip moving seat as
claimed in claim 1, wherein the first fixed portions and the
second fixed portions are non-equidistantly arranged on the
same radius distance of the main body.

3. The insert-storage intravenous drip moving seat as
claimed in claim 1, wherein the main body, the extension
support arms and the inverted V-shaped support arm have a
bottom with a hollow design to reduce weight, and a
plurality of reinforcing ribs disposed at the bottom of the
main body, the extension support arms and the inverted
V-shaped support farm to enhance strength.

4. The insert-storage intravenous drip moving seat as
claimed in claim 3, wherein the reinforcing ribs at the
bottom of the extension support arms and the inverted
V-shaped support arm are staggered and crisscrossed to form
a plurality of intersections, and a portion of the intersections
have a plurality of third fixed portions provided for installing
at least one counterweight.

5. The insert-storage intravenous drip moving seat as
claimed in claim 4, wherein the reinforcing ribs at the
bottom of the main body, the first fixed portions and the
second fixed portion are configured to be radiated outwardly.

6. The insert-storage intravenous drip moving seat as
claimed in claim 1, wherein the first fixed portions and the
second fixed portion are equidistantly disposed on the same
radius distance of the main body.
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